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Bjaelke Vejecelle SDC

Kompakt digital bjeelke vejecelle i rustfrit stal (IP68) som bl.a. benyttes til dynamisk vejning, sma beholdere og procestanke, maling af banespaending,
fyldemaskiner og kraftmaling. Vejecellen er en kort udgave af SD vejecellen, er produceret i rustfrit stal og hermetisk lukket til IP68 (lasersvejst)

Type: SDC

Kapacitet (Emax): 1,2, 5,10, 20, 30, 50, 100kg

Ngjagtighed: Industrial 0.10%, Precision 0.05%, High Precision 0.025%
Overlast Tolerance: 500% ved 2kg, 200% ved 100kg kapacitet

Kort version af SD vejecellen

Udviklet og produceret i Danmark

Fremstillet i elektropoleret rustfrit stal 1.4542 (17-4 PH)
Robust kapacitiv teknologi

Patenteret kapacitiv sensor

Hgj overlast tolerance (op til 1.000%)

Hermetisk kapslet (IP68)

Lasersvejst med rustfrit stal 1.4541

Hgj nejagtighed, hgj oplgsning

Lille nedbgijning ved fuld kapacitet

Kapacitet (Emax): 1, 2, 5, 10, 20, 30, 50, 100kg

Ngjagtighed: Industrial 0.10%, Precision 0.05%, High Precision 0.025%
Hgj resonansfrekvens (fiederkonstant) for hurtig dynamisk vejning
Digitale filtre

Kabellzengde op til 100 meter

Kalibrering uafthaengig af kabellaengde

Kabel pa vejecelle kan udskiftes pa stedet

Enkel mekanisk og elektrisk installation

Hgj tolerance ift. svejsestramme og ESD

SDC Datablad
Digital Bjeelke Vejecelle Type SDC Dimensioner PDF

Digital Bjaelke Vejecelle Type SDC STEP (hgjreklik -> "Gem link som...")

Anvisning til korrekt montering af BNC connector PDF
VIDEO - Korrekt montering af BNC connector

https://eilersen.dk/digitale-vejeceller/produkt/bjaelke-vejecelle-sdc#
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https://eilersen.dk/fileadmin/user_upload/Print_Data_Sheet/2022/datablad_22/SDC_Datablad.pdf
https://www.eilersen.dk/fileadmin/user_upload/download/Dimensions/Load_Cells/List_all/Beam_Load_Cell_type_SDC_dimensions.PDF
https://www.eilersen.dk/fileadmin/user_upload/download/3D_CAD_files/Load_Cells/List_all/Beam_Load_Cell_type_SDC.STEP
https://www.eilersen.dk/fileadmin/user_upload/download/Manuals/Load_Cells/List_all/Guideline_Correct_Mounting_of_BNC_Connector_UK.pdf
https://www.youtube.com/watch?v=Y9-ugu5vs4Q
https://eilersen.dk/
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Parameter Unit 0.10% 0.05% 0.025%%*
Rated capacity (Emax) kg 1, 2, 5,10, 20, 50
Safe overload limit % of Enax 200 to 1000
Safe sideload limit % of Emax 300 to 1000
Combined accuracy % of Emax 0.100 0.050 0.025
Repeatability % of Emax 0.018 0.015 0.010
Hysteresis % of Emax 0.033 0.020 0.017
Creep 20 min. % of Emax 0.035 0.025 0.017
Temperature effect on zero % /10°C 0.050 0.035 0.035
Temperature effect on sensitivity % f10°C 0.050 0.035 0.035
Compensated temperature range eC -10 to 50
Operating temperature range °C -50 to 70 (100*%*)
Deflaction at Emax mm max 0.10
Measuring rate Hz 200
Supply Wdc 24Vdc £5%
Internal resolution Bit 24
Material Stainless Steel 17-4PH and AISIZ16
Protection IPo8g
Cable Gmeter standard coaxial RG-58 {@6émm) with BNC connector
Maximum cable length m 100
Weight kg 1.1

EtherMet/IP, PROFINET, Profibus DP, Modbus TCP/IP,

Output options Modbus ASCII/RTU, DeviceNet, RS485, 4-20mA, D-10Vdc

* higher accuracies available on request
= with Teflon cable

» Maling af banespaending
» Kraftmaling

» Dynamisk Vejning

» Procesvejning

» Sma tanke og beholdere
» Gravimetriske fgdere

» Fyldning og dosering

« Vejecelle kabellzengde 10, 20, 50 eller 100meter
« Special PE kabel for installation af vejecellen i frost ved temperaturer ned til -50 grader Celsius
» Special Teflon kabel for installation af vejecellen i varme op til 100 grader Celsius
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